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1.	 Designed to hold two displays side-by-side

2.	 Cable management provides a clean, clutter free installation

3.	 Displays can be mounted portrait or landscape

4.	 Can be tilt or flat wall mounted

5.	 Expandable for additional displays

	Mounting Surface:	 Wood stud, concrete and cinder block
	 Max load:	 350lb (150.75kg)
	 Ship Weight:	 23.6lb (10.71kg) 
	 Color: 	 Black

 

DS135  
Menu Board Mount for 32" to 60" Flat Panel Displays

1.	 Vesa® 100 x 100, 200 x 100 and 
	 200 x 200mm compliant

2.	 Accommodates media players up to 
	  14.1" x 10.81" x 3.6" (358 x 275 x 91mm)

3.	 Access panels on both sides of the mount 
provide access to electronic components

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud hardware included)		
	 Max load:	 150lb (68kg)
	 Ship Weight:	 19lb (8.67kg) 
	 Color: 	 Black

 

DS415  Wall Mount with Media Player 
Storage for 32" to 52" Flat Panel Displays

 
1.	 Vesa® 100 x 100, 200 x 100 and 
	 200 x 200mm compliant

2.	 Accommodates media players up to 
	 9.5" x 7.75" x 2.5" (241.3 x 196.8 x 63.5mm)

3.	 Compatible with a variety of Peerless pull-out and
	 articulating wall mounts (SP850-UNL, FPS-1000, 
	 SA752PU, SA761PU, SA763PU, SA771PU – ACC950 
	 Accessory spacer kit required;  Contact Customer Care)

4.	 Offers direct wall mount option with single-stud 
attachment

5.	 Nylon belt strap inside mount holds media player 
securely in place

6.	 Prop-open access for service

	Mounting Surface:	 Wood stud, concrete and cinder block		
	 Max load:	 See Peerless’ compatible product selection
	 Ship Weight:	 15lb (6.8kg) 
	 Color: 	 Black

 

DSX750  Media Player Storage 
for 32" to 60" Flat Panel Displays

Mounts with Media Player Storage

DS509  Wall Mount with Media Player 
Storage for 25" to 60" Flat Panel Displays

1.	 Vesa® 100 x 100, 200 x 100 and 
	 200 x 200mm compliant

2.	 Compatible with Peerless PLP adapter plates

3.	 Accommodates media players up to 
	 14.9" x 9" x 2" (378 x 229 x 51mm)

4.	 Adjustable viewing tilt angle of 0°, 5°, 10°

5.	 Prop-open access for service

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud hardware included)		
	 Max load:	
	 Dual studs:	 200lb (91kg)
	 Single stud:	 60lb (27kg)

	 Ship Weight:	 14lb (6kg) 
	 Color: 	 Black

1.	 Attachment angles allow for efficient and discrete 
placement to undersurfaces, walls, mounts and 
locations where fasteners are used

2.	 Complete enclosure provides safety and security

3.	 Slide cover in back of unit allows for quick access

4.	 Ventilation slots allow for airflow to prevent 
overheating

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud hardware included)		
	 Max load:	 10lb (4.55kg)
	 Ship Weight:	 8.09lb (3.68kg) 
	 Color: 	 Black

 
DS495  Media Player Mounting Plate 
for Apple Mac Mini Computer and AC Power Adapter

1.	 For media devices up to 18"W x 15"D 
	 (457.2 x 381mm)

2.	 Shelf can be mounted above or below the display 

3.	 Adjustable shelf is easily moved vertically 
	 and horizontally

4.	 Safety belt secures media devices 
	 for added support

	 Max load:	 25lb (11kg)
	 Ship Weight:	 18.75lb (8.5kg) 
	 Color: 	 Black

 
DSX200
Shelf Bracket for Media Devices 

1.	 Accommodates media players up to 16.75" 
high (425mm) and up to 4.25" deep (108mm)

2.	 Designed to quickly attach to a variety of 
Peerless mounting solutions (PLP adapter 
plates, SF/ST models)

3.	 Flexible housing area expands to fit a variety 
	 of media player shapes and sizes

4.	 Open-air design ensures ample airflow to the 
media player to prevent overheating

	 Max load:	 75lb (34kg)
	 Ship Weight:	 19.9lb (9kg) 
	 Color: 	 Black

 
DS334  
Media Player Mounting Bracket

Digital Signage

 

DST360  Flat/Tilt Universal Wall or Ceiling Mount 
with Media Player Storage for 26" to 60" Flat Panel Displays

1.	 VESA® 100 x 100, 200 x 100 and 200 x 200mm compliant

2.	 Compatible with Peerless PLP adapter plates

3.	 Accommodates media players up to 15" x 9" x 3" (381 x 229 x 76mm)

4.	 Mount props open for easy access to the media player without removing the display

5.	 Ceiling mounted:  swivel up to 360º allows for optimum viewing angle; 
	 Wall mounted:  flat and tilt option up to 20º

6.	 Universal mounting in either portrait or landscape orientation

	Mounting Surface:	 Wood stud, concrete, cinder block and metal stud 
		  (metal stud hardware included)
	 Max load:	 150lb (68kg)
	 Ship Weight:	 40.5lb (18.37kg) 
	 Color: 	 Black
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Enclosed Wall Mounts

1.	 VESA® 100 x 100 and 200 x 100mm compliant

2.	 Flat and tilt (+15°/-2°) wall mount functionality

3.	 Simple hook-and-hang design allows for an easy installation

4.	 Clean profile design hides cables and hardware within enclosed wall plate 
	 for a clutter-free installation

5.	 Measures 2.53" (64.3mm) distance from the wall 

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud accessory, ACC415 required)
	 Max load:	 80lb (36kg)
	 Ship Weight:	 11lb (4.99kg) 
	 Color: 	 Black

 

LT-320   Enclosed Flat/Tilt Wall Mount 
for 26" to 32" Flat Panel  Displays

 

HT642-001    Enclosed Flat/Tilt Wall Mount 
for 32" to 50" Flat Panel  Displays

1.	 VESA® 200 x 100, 200 x 200 and 400 x 200mm compliant

2.	 Flat and tilt (+5°/-1°) wall mount functionality 

3.	 Simple hook-and-hang design allows for an easy installation

4.	 Clean profile design hides cables and mount within enclosed wall plate 
	 for clutter-free installation

5.	 Open wall plate for total access, increasing electrical and cable 
	 management options

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud hardware included)
	 Max load:	 150lb (58kg)
	 Ship Weight:	 10.35lb (4.69kg) 
	 Color: 	 Black
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1.	 VESA® 400 x 400mm compliant

2.	 Flat and tilt (+5°/-1°) wall mount functionality 

3.	 Simple hook-and-hang design allows for an easy installation

4.	 Clean profile design hides cables and mount within enclosed wall plate 
	 for clutter-free installation

5.	 Open wall plate for total access, increasing 
	 electrical and cable management options

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud hardware included)
	 Max load:	 100lb (45kg)
	 Ship Weight:	 13.76lb (6.2kg) 
	 Color: 	 Black

 

HT642    Enclosed Flat/Tilt Wall Mount 
for 37" to 50" Flat Panel  Displays

 

PT-420A   Enclosed Flat/Tilt Wall Mount 
for 37" to 60" Flat Panel  Displays

1.	 VESA® 600 x 400mm compliant

2.	 Flat and tilt (+5°/-2°) wall mount functionality 

3.	 Simple hook-and-hang design allows for an easy installation 

4.	 Clean profile design hides cables and hardware within enclosed wall plate 
	 for a clutter-free installation

5.	 Open wall plate for total access, increasing 
	 electrical and cable management options

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud accessory, ACC415 required)
	 Max load:	 100lb (45kg)
	 Ship Weight:	 19lb (8.62kg) 
	 Color: 	 Black

1.	 VESA® 200 x 100 and 200 x 200mm compliant

2.	 Cam lock security prevents tampering or theft with uniquely keyed 
	 security cam locks

3.	 Simple hook-and-hang design allows for an easy installation

4.	 Clean profile design hides cables and mount within enclosed wall plate 
	 for clutter-free installation

5.	 Open wall plate for total access, increasing 
	 electrical and cable management options

	Mounting Surface:	 Wood stud, concrete, cinder 
		  block and metal stud (metal 
		  stud hardware included)
	 Max load:	 80lb (36kg)
	 Ship Weight:	 8.46lb (3.84kg) 
	 Color: 	 Black

 

HF646-C52 – HF646-C63   Enclosed Flat Wall Mount 
with Cam Lock Security for 32" to 46" Flat Panel  Displays
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		 Dedicated Models: 	 26" to 60" displays

				   Screen adapter purchased separately for non-VESA® displays*
				   Includes theft resistant hardware for attaching screen to mount
				   FPS-1000 				   Black
				   FPS-1000-GB 			 	 High gloss black

				 
			  *      Dedicated adapter plates come in flat black and include security fasteners

MODELS

Pull-out Swivel Wall Mount
For 26" to 60" Flat Panel Displays

1.	 VESA® 100 x 100 and 
	 200 x 100mm compliant

2.	 Non-VESA adapter plate 
	 also available

3.	 Ideal for wall mount 
applications and 
attachment to false 
backsplashes

4.	 Built-in swivel up to 90º 
	 (45° each direction) allows 

for adjustable viewing angles 

5.	 Roll can be adjusted 
1° clockwise or 
counterclockwise

6.	 Easy pull-out swivel provides 
quick maintenance access

7.	 Clean profile design hides 
wiring and mount within 
enclosed wall plate

8.	 Includes security lock 
	 out screw to eliminate 
	 pull out ability

9.	 Security screws prevent 
tampering and theft

CERTIFICATIONS                             

SCREEN ADAPTER
		 VESA® pattern	

		 Dedicated Models:	 100 x 100 and 200 x 100mm	
			  Non-VESA® compliant displays	
		  require screen-specific adapter to 
			  be purchased separately

		 Distance from wall	
	
			  2.16"–10.53" (55–267mm)
		
		 Swivel | Roll	

			  ±45° | ±1°
		
		 Max load    	

			  150lb (68kg) 
		
		 Product Dimensions 	 (W x H x D)

		  	 21" x 9.76" x 2.16"–10.53"
			  (533 x 248 x 55–267mm)
		
		 Mounting Surfaces	

			  Wood studs, concrete 
			  and cinder block	
	
		 Ship Weight	

		  	 20lb (9.07kg)
 

SPECIFICATIONS
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Desktop Swivel Mounts

1.	 VESA® 200 x 100, 200 x 200mm compliant

2.	 Offers up to 360º of swivel for flexible display positioning: 
	 swivel stops available at 40º, 60º, 120º, 180º, 210º and 240º

3.	 Base stand bolts down for safety and security

4.	 Easy vertical adjustment to accommodate various height requirements

5.	 Cable management internally through the mount 
	 and down through the mounting surface

6.	 Security screws prevent tampering or theft with unique sloped 
	 nuts at base and security screws on the adapter plate 

	Mounting Surface:	 Desktop
	 Max load:	 150lb (68kg)
	 Ship Weight:	 15.22lb (6.9kg) 
	 Color: 	 Black, silver or gloss black

 

HP432(-S)(-GB)   Desktop Swivel Mount 
for 26" to 37" Flat Panel Displays

 

HP442   Desktop Swivel Mount 
for 32" to 42" Flat Panel Displays

1.	 VESA® 200 x 100 and 200 x 200mm compliant

2.	 Offers up to 360º of swivel for flexible display positioning: 
	 swivel stops available at 40º, 60º, 120º, 180º, 210º and 240º

3.	 Base stand bolts down for safety and security

4.	 Easy vertical adjustment to accommodate various height requirements

5.	 Cable management internally through the mount 
	 and down through the mounting surface

6.	 Security screws prevent tampering or theft with unique sloped 
	 nuts at base and security screws on the adapter plate 

	Mounting Surface:	 Desktop
	 Max load:	 150lb (68kg)
	 Ship Weight:	 15.5lb (7.03kg) 
	 Color: 	 Black

1.	 VESA® 200 x 100, 100 x 200, 100 x 100, 200 x 200mm compliant 

2.	 Offers up to 60º (30º each side) of swivel for flexible display positioning

3.	 Base stand bolts down for safety

4.	 Easy vertical adjustment to accommodate various height requirements

5.	 Security screws prevent tampering or theft 

	Mounting Surface:	 Desktop
	 Max load:	 80lb (36kg)
	 Ship Weight:	 6.7lb (3.04kg) 
	 Color: 	 Black

 

HP432-002   Desktop Swivel Mount 
for 26" to 37" Flat Panel  Displays

 

HP450(-S)(-GB)   Universal Desktop Swivel Mount
for 32" to 52" Flat Panel Displays

1.	 Built in universal VESA® adapter plate

2.	 Offers up to 360º of swivel for flexible display positioning: 
	 swivel stops available at 40º, 60º, 120º, 180º, 210º and 240º

3.	 Base stand bolts down for safety and security

4.	 Easy vertical adjustment to accommodate various height requirements

5.	 Cable management internally through the mount 
	 and down through the mounting surface

6.	 Security screws prevent tampering or 
	 theft with unique sloped nuts at base and 
	 security screws on the adapter plate 

	Mounting Surface:	 Desktop
	 Max load:	 150lb (68kg)
	 Ship Weight:	 Box 1: 14lb (6.35kg)
		  Box 2: 14lb (6.35kg) 
	 Color: 	 Black, silver or gloss black

1.	 VESA® 200 x 100 and 200 x 200mm compliant*

2.	 Offers up to 360º of swivel for flexible display positioning: 
	 swivel stops available at 40º, 60º, 120º, 180º, 210º and 240º

3.	 Base stand bolts down for safety and security

4.	 Easy vertical adjustment to accommodate various height requirements

5.	 Cable management internally through the mount 
	 and down through the mounting surface

6.	 Prevent tampering or theft with unique sloped nuts at base 
	 and uniquely keyed security cam locks on the adapter plate

	Mounting Surface:	 Desktop
	 Max load:	 80lb (36kg)
	 Ship Weight:	 Box 1:  11.02lb (5kg)
		  Box 2:  14.5lb (6.58kg)
	 Color: 	 Black

 

HP437-C52 – HP437-C63    Desktop Swivel Mount 
with Cam Lock Security for 32" to 42" Flat Panel  Displays

1.	 VESA® 200 x 100mm compliant*

2.	 Offers up to 360º of swivel for flexible display positioning: 
	 swivel stops available at 40º, 60º, 120º, 180º, 210º and 240º

3.	 Base stand bolts down for safety and security

4.	 Easy vertical adjustment to accommodate various height requirements

5.	 Cable management internally through the mount 
	 and down through the mounting surface

6.	 Prevent tampering or theft with unique sloped nuts 
	 at base and keyed security barrel locks on the 
	 adapter plate

	Mounting Surface:	 Desktop
	 Max load:	 80lb (36kg)
	 Ship Weight:	 23.5lb (10.66kg)
	 Color: 	 Black, silver or gloss black

      

 

HP432-B(-S)(-GB)    Desktop Swivel Mount 
with Barrel Lock Security for 26" to 32" Flat Panel  Displays

      *	 Additional models available to support a variety of VESA® mounting hole patterns       *	 Additional models available to support a variety of VESA® mounting hole patterns
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Flat Panel Display Base Stand
Lock-Down Plates & Kits

1.	 Ultra slim, low-profile design hides lock-down plate from view

2.	 Provides up to 1" (50.8mm) of front-to-back adjustment for ideal desktop 
surface placement

3.	 Prevents tampering and theft with security hardware and glue-down option

4.	 Bulk packed option:  HLG452-001-Q10

5.	 ACC939:  2.25" carriage bolts available for thicker desktops 
	 (Contact Customer Care)  

	Mounting Surface:	 Desktop
	 Max load:	 100lb (45kg)
	 Ship Weight:		
	 HLG452-001:  	 2.8lb (1.27kg)
	HLG452-001-Q10:  	 21lb (9.53kg)
	 Color: 	 Black

 

HLG452-001   Base Stand Lock-Down Plate  
for select 23" to 52" LG Flat Panel Displays

 

HLG452-LG(-Q10)  Base Stand Lock-Down Plate 
for select 26" to 60" LG Flat Panel Displays

1.	 Ultra slim, low-profile design hides lock-down plate from view

2.	 Provides up to 2" (50.8mm) of front-to-back adjustment for ideal desktop 
surface placement

3.	 Prevents tampering and theft with security hardware and glue-down option

4.	 Bulk packed option:  HLG452-LG-Q10

5.	 ACC939:  2.25" carriage bolts available for thicker desktops 
	 (Contact Customer Care) 

	Mounting Surface:	 Desktop
	 Max load:	 100lb (45kg)
	 Ship Weight:	
	 HLG452-LG:  	 2.54lb (1.15kg)
	HLG452-LG-Q10:  	 25.9lb (11.75kg)
	 Color: 	 Black

1.	 Ultra slim, low-profile design hides lock-down plate from view

2.	 Provides up to 1" (50.8mm) of front-to-back adjustment for ideal desktop 
surface placement

3.	 Prevents tampering and theft with security hardware and glue-down option

4.	 ACC939:  2.25" carriage bolts available for thicker desktops 
	 (Contact Customer Care) 

	Mounting Surface:	 Desktop
	 Max load:	 100lb (45kg)
	 Ship Weight:	 2.8lb (1.27kg) 
	 Color: 	 Black

 

HLG452-003   Base Stand Lock-Down Plate  
for select 23" to 52" Flat Panel Displays

 

HLG452-SM(-Q10)   Base Stand Lock-Down Plate 
for select 26" to 52" Samsung Flat Panel Displays

1.	 Ultra slim, low-profile design hides lock-down plate from view

2.	 Provides up to 1" (50.8mm) of front-to-back adjustment for ideal desktop 
surface placement

3.	 Prevents tampering and theft with security hardware and VHB tape option

4.	 Bulk packed option:  HLG452-SM-Q10

5.	 ACC939:  2.25" carriage bolts available for thicker desktops 
	 (Contact Customer Care) 

	Mounting Surface:	 Desktop
	 Max load:	 100lb (45kg)
	 Ship Weight:	
	 HLG452-SM:  	 2.8lb (1.27kg)		
HLG452-SM-Q10:  	 21lb (9.53kg)
	 Color: 	 Black

1.	 Ultra slim, low-profile design hides lock-down plate from view

2.	 Provides up to 1" (50.8mm) of front-to-back adjustment for ideal desktop 
surface placement

3.	 Prevents tampering and theft with security hardware and VHB tape option

4.	 Bulk packed option:  HLG452-PH-Q10

5.	 ACC939:  2.25" carriage bolts available for thicker desktops 
	 (Contact Customer Care) 

	Mounting Surface:	 Desktop
	 Max load:	 100lb (45kg)
	 Ship Weight:	
	 HLG452-SM:  	 2.8lb (1.27kg)
	HLG452-SM-Q10:  	 21lb (9.53kg)
	 Color: 	 Black

 

HLG452-PH(-Q10)   Base Stand Lock-Down Plate 
for select 26" to 52" Philips Flat Panel Displays

1.	 Brackets quickly fasten to the bottom of a variety of display base stands

2.	 Securely mounts to most surfaces with tamper-resistant hardware

3.	 Low-profile clips remain hidden when installed 

	Mounting Surface:	 Desktop
	 Max load:	 100lb (45kg)
	 Ship Weight:	 0.6lb (.27kg) 
	 Color: 	 Black or silver

FLD-UNV(-S)     Base Stand Lock-Down Kit
for select 26" to 42" Flat Panel Displays
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MOUNTING
ACCESSORES

1.	 Mounts to wood joists or structural concrete ceiling 
(requires concrete anchors ACC234/ACC244, sold separately)

2.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 CMJ470(W): 	 for 16" (406mm) joist centers 
	 CMJ471: 	 for 16" (406mm) joist centers
	 CMJ480: 	 for 20" (508mm) joist centers 
	 CMJ490: 	 for 24" (609mm) joist centers 

	 Max load:	 300 lb (136 kg)
	 Ship Weight:	 CMJ470 	 3.2lb (1.4kg) 
		  CMJ471 	 4.3lb (2kg) 
		  CMJ480	 4.8lb (2.2kg) 
		  CMJ490 	 5.7lb (2.6kg) 
	 Color: 	 Black or white 
		  (CMJ470W only)

 

CMJ470(W), CMJ471, CMJ480, CMJ490 
Ceiling Plates

1.	 Mounts to wood joist or structural ceiling 
(requires concrete anchor ACC233, sold separately)

2.	 Features cord management access hole

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 150lb (68kg)
	 Ship Weight:	 1.7lb (.8kg) 
	 Color: 	 Black, silver or white

 

 
ACC570(S)(W)
Round Ceiling Plate

1.	 Expandable to mount between two wood joists 
from 16" to 20" (406-508mm) centers

2.	 Attachment point for extension column may be 
positioned at any point within 2-3/4" (69mm) 
of either joist

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 300lb (136kg)
	 Ship Weight:	 8lb (3.6kg) 
	 Color: 	 Black
	  

 

ACC120
Internal Joist Mount

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 Mounts to cathedral or vaulted ceilings

2.	 120° (+60°) of adjustment

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 300lb (136kg)
	 Ship Weight:	 4.6lb (2.1kg) 
	 Color: 	 White

 
ACC556 
Cathedral Ceiling Adapter

1.	 Attaches directly to standard Unistrut
	 1-5/8" x 1-5/8" (41 x 41mm) or to solid 

structural ceiling

2.	 Unistrut fittings and attachment hardware not 
included

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 250lb (113kg)
	 Ship Weight:	 CMJ300 	 2lb (.9kg) 
		  CMJ310 	 4lb (1.8kg) 
	 Color: 	 Black 

 
CMJ300, CMJ310 
Unistrut® and Structural Ceiling Plate

1.	 For use with 1-5/8" x 1-5/8" (41 x 41mm), 
12 gauge Unistrut

2.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 250lb (113kg)
	 Ship Weight:	 1.4lb (.6kg) 
	 Color: 	 Black

 
ACC550 
Unistrut® Adapter for Truss Ceiling

1.	 Mounts to wood joist, structural ceiling or 
concrete

2.	 Low-profile design ideal for small screens 
and projector installations

3.	 Unit has 1-1/2" – 11.5 NPT (38mm) fitting 
for attachment of extension column

	 Max load:	 50lb (22kg)
	 Ship Weight:	 .93lb (.4kg) 
	 Color: 	 Black

 

1.	 Reduces vibrations that may cause internal 
damage to equipment and/or cause screen 
image to vibrate

2.	 Features two cord management access holes

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 ACC840: 	 for wood joist ceiling 
	 ACC845: 	 for Unistrut ceiling 
		  1-5/8" x 1-5/8" (41 x 41mm) 
		  12 gauge Unistrut

	 Max load:	 60lb (27kg)
	 Ship Weight:	 ACC840: 	 3lb (1.4kg) 
		  ACC845 	 4lb (1.8kg) 
	 Color: 	 Black

 
ACC840, ACC845 
Anti-vibration Ceiling Plates

1.	 Mounts to cathedral or vaulted ceilings

2.	 120° (+60°) of adjustment

3.	 Compact, lightweight and easy to install

	 Max load:	 75lb (34kg)
	 Ship Weight:	 1.9lb (.9kg) 
	 Color: 	 Black

 
ACC912
Lightweight Cathedral Ceiling Adapter

Ceiling Plates

ACC560
Ceiling Plate
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1.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 ACC558: 	 for 4"-8" (101-203mm) wide, 
		  1/4" to 1" (6-25mm) thick I-Beam
	 ACC559: 	 for 7"-12" (117-304mm) wide, 
		  1/4" to 1" (6-25mm) thick I-Beam

	 Max load:	 250 lb (113 kg)
	 Ship Weight:	 ACC558	 4.8lb (2kg) 
		  ACC559 	 5.3lb (2.4kg) 
	 Color: 	 Black

 

ACC558, ACC559 
I-beam Clamps

1.	 Includes structural ceiling plate with 
integral high density rubber decoupler 
assembly to prevent vibrations

2.	 Mounts to concrete beam, slab or other 
structural member

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 300lb (136kg)
	 Ship Weight:	 6lb (2.7kg) 
	 Color: 	 Black

 

 
DCS200   Structural Ceiling Plate 
with Stress Decoupler

1.	 Attaches to a round square, rectangular, or 
I-Beam truss up to 3" (76mm) wide x 

	 3 1/2" (89mm) high

2.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting 
for attachment of extension column

	 Max load:	 1200lb (544kg)
	 Ship Weight:	 3lb (1.4kg) 
	 Color: 	 Black
	  

 

ACC557
Truss Ceiling Adapter

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 Suspends flat panel mount from extension 
column to in-line, curvilinear and circular 
MDJ multi-display configurations

2.	 For use with EXT or ADJ model extension 
columns 

3.	 For other applications that require mounting 
from pipe larger than 2" (50mm) in dia., use 
ACC557

	 Max load:	 1200lb (544kg)
	 Ship Weight:	 3.8lb (1.7kg) 
	 Color: 	 Black

 

ACC600
Multi-display Interface Bracket

 
1.	 For use only with Peerless Multi-Display Systems 

in combination with Adjustable Length Extension 
Columns (ADD models) 

2.	 Includes structural ceiling plate with integral high 
density rubber decoupler assembly to prevent vibrations

	 DCT500: 	 for 7"-12" (177-304mm) wide, 
		  .25"-1" (6-25mm) thick I-beams
	 DCT600: 	 for 15"-19.5" (381-495mm) wide, 
		  1.5"-2" (38-50mm) thick I-beams
	 DCT700: 	 for 15"-19.5" (381-495mm) wide, 
		  2.5"-3" (63-76mm) thick I-beams
	 DCT800: 	 for 7"-12" (177-304mm) wide, 
		  2.5"-3" (63-76mm) thick I-beams
	 DCT900: 	 for 4"-7" (101-177mm) wide, 
		  2.5"-3" (63-76mm) thick I-beams

	 Max load:	 600lb (272kg)
	 Ship Weight:	 DCT500	 9.4lb (4.3kg) 
		  DCT600 	 13.1lb (6kg) 
		  DCT700	 13.6lb (6.2kg) 
		  DCT800 	 14lb (6.4kg) 
		  DCT900 	 9lb (4.1kg) 
	 Color: 	 Black

 

DCT500, DCT600, DCT700, DCT800, 
DCT900  Multi-display I-beam Clamps

Ceiling Plates

DCT100  Truss Ceiling Adapter 
with Stress Decoupler

1.	 Includes truss ceiling plate with integral 
high density rubber decoupler assembly to 
prevent vibrations

2.	 Attaches to round, square, rectangular or 
I-beam trusses up to 3" (76mm) wide x 

	 3 1/2" (89mm) high

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 300lb (136kg)
	 Ship Weight:	 4lb (1.8kg) 

1.	 Includes structural ceiling plate with integral 
high density rubber decoupler assembly to 
prevent vibrations

2.	 Stub fitting accepts adjustable or fixed length 
ADD model extension columns

	 Max load:	 1200lb (544kg)
	 Ship Weight:	 7.8lb (3.5kg) 
	 Color: 	 Black 

 
DCS400  Multi-display 
Structural Ceiling Stress Decoupler

1.	 Simple lockdown with slideable lid and optional 
lockdown screw

2.	 3" (76mm) of lateral adjustment for precise placement

3.	 ½" (13mm), ¾" (19mm) and 1" (25mm)

4.	 For all CMJ450 & 453 installations 
	 ACC460 is required

	 Ship Weight:	 11.28lb (5.12kg) 
	 Color: 	 White

 
PB-1 
Plenum Box for CMJ450/453/455/500

1.	 Includes truss ceiling plate with integral high density 
rubber decoupler assembly to prevent vibrations

2.	 Attaches to round, square, rectangular or 
	 I-beam trusses up to 3" (76mm) wide x 3 1/2" 

(89mm) high

3.	 Stub fitting accepts adjustable or fixed length 
ADD model extension columns

	 Max load:	 1200lb (544kg)
	 Ship Weight:	 4.6lb (2.1kg) 
	 Color: 	 Black

 
DCT300  Multi-display 
Truss Ceiling Stress Decoupler

MOUNTING
ACCESSORES
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1.	 Replaces 2' x 2' (609 x 609mm) ceiling tile 
and secures to structural ceiling with tie wires

2.	 Includes tie wire supports and ceiling plate 
with two knockout panels for outlet boxes and 
antenna leads (knockouts are for half-size 
handy boxes with flanges)

3.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 250lb (114kg)
	 Ship Weight:	 21.1lb (9.6kg) 
	 Color: 	 White

 

CMJ450 
Suspended Ceiling Plate

1.	 Replaces a 2' x 2' (609 x 609mm) ceiling 
tile or mounts above existing 2' x 2' (609 x 
609mm) or 2' x 4' (609 x 1219mm) ceiling 
tile to structural ceiling with tie wires

2.	 Two-piece design offers five different points 
for mount attachment

3.	 Includes tie wire supports, flush mount tube and 
offers two knockout panels for outlet boxes

4.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 50lb (22kg)
	 Ship Weight:	 14.6lb (6.6kg) 
	 Color: 	 White

 
CMJ455
Lightweight Suspended Ceiling Kit

1.	 Replaces 2' x 2' (609 x 609mm) ceiling tile 
and secures to structural ceiling with tie wires

2.	 Two-piece design offers five different points for 
mount attachment

3.	 Includes tie wire supports, flush mount tube 
and offers two knockout panels for outlet 
boxes

4.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

	 Max load:	 250lb (114kg)
	 Ship Weight:	 21.4lb (9.7kg) 
	 Color: 	 White
	  

 

CMJ453
Variable Position Suspended Ceiling Kit

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 1-1/2"-11.5 NPT (38mm) schedule 40 pipe 
threaded on both ends. Notched for use with 
screw to provide safety and security

2.	 Extension column lengths measure 3.5" 
(89mm) longer then stated drop to provide 
finished drop length for various mounts (i.e. 
EXT 101 measures 15.5" (393mm))

Model Drop* Ship Weight

EXT002(S)** Flush 1lb  (.4kg)

EXT006(S) 6"  (15cm) 2.3lb  (1kg)

EXT018(S) 18"  (46cm) 4lb  (1.8kg)

EXT101(S) 1'  (.3m) 3.7lb  (1.7kg)

EXT102(S) 2'  (.6m) 6lb  (2.7kg)

EXT103(S) 3'  (.9m) 9lb  (4.1kg)

EXT104(S) 4'  (1.2m) 10lb  (4.5kg)

EXT105(S) 5'  (1.5m) 15lb  (6.8kg)

EXT106(S) 6'  (1.8m) 16lb  (7.3kg)

EXT107(S) 7'  (2.1m) 18lb  (8.2kg)

EXT108(S) 8'  (2.4m) 20lb  (9.1kg)

EXT109(S) 9'  (2.7m) 26lb  (11.8kg)

EXT110(S) 10'  (3.1m) 29lb  (13.2kg)

* Drop length applies to Jumbo 2000 mount installations
** For projector installations only

	 Max load:	 1200lb (544kg)
	 Color: 	 Black or silver

 
EXT Models 
Fixed Length Extension Column

  

1.	 Mounts above 2' x 2' (609 x 609mm) or 
	 2' x 4' (609 x 1219mm) ceiling tile to structural 

ceiling with tie wires

2.	 Includes tie wire supports, flush mount tube and 
offers two knockout panels for outlet boxes

3.	 Allows 13.9" (353mm) uninterrupted adjustment

	 Max load:	 60lb (27kg)
	 Ship Weight:	 7.7lb (3.5kg) 
	 Color: 	 White

 

1.	 Includes four hanger brackets and four hanger 
clamps for additional stability

2.	 For use with model CMJ455

	 Ship Weight:	 2lb (.9kg) 
	 Color: 	 Black

 
ACC455
Accessory Pack for CMJ455

1.	 1-1/2"-11.5 NPT (38mm) schedule 40 pipe 
threaded on both ends 

2.	 Notch design at top for set screw to lock 
column in place

3.	 Height adjustment at 1" (25mm) increments

4.	 Extension column lengths measure 1" 
	 (25mm) longer then stated drop to provide 

finished drop length for various mounts 

Model Drop Ship Weight

AEC0609(-S)(-W) 
6"–9"   
(.15–.23m)

2.16lb   
(0.98kg)

AEC12018(-S)(-W)  
12"–18"   
(.30–.46m)

3.98lb   
(1.80kg)

AEC18024(-S)(-W)  
18"–24"   
(.46–.61m)

5.72lb   
(2.59kg)

AEC0203(-S)(-W)
2'–3'   
(.61–.91m)

7.87lb   
(3.57kg)

AEC0305(-S)(-W)  
3'–5'   
(.91–1.52m)

13.01lb   
(5.90kg)

AEC0406(-S)(-W)  
4'–6'   
(1.22–1.83m)

16.53lb   
(7.49kg)

AEC0608(-S)(-W)  
6'–8'   
(1.83–2.44m)

22.47lb   
(10.19kg)

AEC0810(-S)(-W)  
8'–10'   
(2.44–3.05m)

28.42lb   
(12.89kg)

AEC1012(-S)(-W)  
10'–12'   
(3.05–3.66m)

34.25lb   
(15.53kg)

	 Max load:	 900lb (408kg)
	 Color: 	 Black, silver or white

 
AEC Models
Adjustable Extension Column

Ceiling Plates & Extensions

CMJ500  Lightweight Adjustable 
Suspended Ceiling Kit

MOUNTING
ACCESSORES
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Flat Panel Mounts	 CRT Mounts Projector Mounts	Extensions & Accessories

1.	 Designed to externally route cords along 
outside of extension column

2.	 Sections can be stacked to create longer 
lengths or cut to desired length

	 ACC852: 	 Four 2' (609mm) sections
	 ACC856: 	 Four 6' (1828mm) sections

	 Ship Weight:	 ACC852	 2lb (.9kg) 
		  ACC856 	 6lb (2.7kg) 

	 Color: 	 Black, silver or white
    

 
ACC852(S)(W), ACC856(W) 
Cord Wrap

1.	 Covers hole where extension column passes 
through ceiling

2.	 Hinged ring wraps around 1-1/2" (38mm) 
schedule 40 extension column (not needed 
with any suspended ceiling)

	 Max load:	 1200lb (544kg)
	 Ship Weight:	 .2lb (.09kg) 
	 Color: 	 Chrome, black or white

 
ACC640(-B)(-W)  
Escutcheon Ring

1.	 Two female connectors to join two extension columns 
	 to create maximum length of 20' (6096mm)

2.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column 

3.	 Security screws included

	 Max load:	 1200lb (544kg)
	 Ship Weight:	 1.1lb (.5kg) 
	 Color: 	 Black 

 
ACC109 
Extension Column Connector

1.	 Adds 16" (406mm) of drop to EXC, PRS-EXC 
and PRG-EXC projector kits

2.	 Also adds 16" (406mm) extension drop with 
EXA, EXB, PRS-EXA/B/C and PRG-EXA/B/C

3.	 Integrated cable management

4.	 Includes matching wire slot cover

	 Max load:	 50lb (22kg) 
	 Ship Weight:	 2.7lb (1.22kg) 
	 Color: 	 Black, silver or white
            Not usable in wall-mounted applications

 

 
ACC-EXC(S)(W)  Extension Column 
for EXC Extension Kit

1.	 Compatible with LCD ceiling mounts (PC930A/B/C, 
PC932A/B/C) and projector mounts (PPA/B/C, PRS 
and PRG Projector Mount Kits)

2.	 1-1/2" (38mm) threaded connector used in 
various ceiling installations 

3.	 Increases drop length when used in conjunction 
with standard extension column

	 Max load:	 80lb (36kg)
	 Ship Weight:	 .365lb (.165kg)
	 Color: 	 Black, silver or white

 

ACC575(-S)(-W)
Threaded Connector Accessory

1.	 EXA and EXB series for ceiling or wall mounting

2.	 EXC models for ceiling mounting

3.	 Integrated cable management 

4.	 Various height adjustments for ideal viewing positions

	 Max load:	 50lb (22kg)
	 Color: 	 Black, silver or white

 
EXA/B/C(S)(W) Ceiling/Wall Extension Kit 
for use with PRG/PRS-UNV Projector Mounts

Model	 Extension	 Position 	Ship weight

EXA/S/W	 8.7"-12.8" (220-325mm)	 Ceiling	 4.6lb (2kg)
EXA/S/W	 9.7"-13.8" (246-350mm)	 Wall	 4.6lb (2kg)
EXB/S/W	 12.6"-20.6" (322-523mm)	 Ceiling	 5lb (2.2kg)
EXB/S/W	 13.7"-21.7" (348-551mm)	 Wall	 5lb (2.2kg)
EXC/S/W	 19.1"-32.9" (485-835mm)	 Ceiling	 6.1lb (2.7kg)

 
ADD Models  Multi-display™ Extension 
Column (Fixed Extension Columns for Ceiling Decouplers)

1.	 Drop length of final display assembly will vary according 
to selected decoupler unit. See technical data sheet at 
www.peerlessmounts.com for complete information.

	 Max load:	 1200lb (544kg)
	 Color: 	 Black

		  Columns longer than 
		  9' (2.74m) wrapped in vinyl

Model Drop Ship Weight

ADD101 1'  (.3m) 4.6lb  (2.1kg)

ADD102 2'  (.6m) 7.1lb  (3.2kg)
ADD103 3'  (.9m) 11.3lb  (5.1kg)
ADD104 4'  (1.22m) 13.4lb  (6.1kg)

ADD105 5'  (1.52m) 17.8lb  (8.1kg)

ADD106 6'  (1.83m) 20.5lb  (9.3kg)

ADD107 7'  (2.13m) 25.8lb  (11.7kg)

ADD108 8'  (2.44m) 28.2lb  (12.8kg)

ADD109 9'  (2.74m) 35.8lb  (16.2kg)

ADD110 10'  (3.05m) 38.2lb  (17.3kg)

1.	 Drop length of final display assembly will vary according 
to selected decoupler unit. See technical data sheet at 
www.peerlessmounts.com for complete information.

	 Max load:	 1200lb (544kg)
	 Color: 	 Black 

		  Columns longer than 
		  9' (2.74m) wrapped in vinyl

 
ADD Models  Multi-display™ Extension 
Column (Adjustable Extension Columns for Ceiling Decouplers)

Model Drop Ship Weight

ADD012018 12"–18"  (30–46cm) 5lb  (2.3kg)

ADD018024 18"–24"  (46–61cm) 5.5lb  (2.5kg)

ADD0203 2'–3'  (0.6–0.9m) 8.2lb  (3.7kg)

ADD0305 3'–5'  (0.9–1.2m) 13.3lb  (6kg)

ADD0406 4'–6'  (1.2–1.8m) 16lb  (7.3kg)
ADD0507 5'–7'  (1.5–2.1m) 21lb  (9.5kg)
ADD0608 6'–8'  (1.8–2.4m) 22lb  (10kg)

ADD0709 7'–9'  (2.1–2.7m) 26lb  (11.7kg)

ADD0810 8'–10'  (2.4–3.1m) 28lb  (12.7kg)
ADD0911 9'–11'  (2.7–3.4m) 30.3lb  (13.7kg)
ADD1012 10'–12'  (3.1–3.7m) 34lb  (15.4kg)

1.	 1 ½" (38mm) access hole for internal cord 
management

2.	 Unit has 1-1/2"-11.5 NPT (38mm) fitting for 
attachment of extension column

3.	 Security screws included

4.	 ACC800 – One male and one female connection 
to provide internal cord management between 
extension column and mount or ceiling plate

5.	 ACC850 – Two female connectors to provide 
internal cord management and join two extension 
columns to create maximum height of 20' (6m) 

	 Max load:	 300lb (136kg)
	 Ship Weight:	 ACC800	 .5 lb (.2kg) 
		  ACC850  	 .39 lb (.17kg) 
	 Color: 	 ACC800	 Black
		  ACC850 	 Black or silver
 

 

ACC800, ACC850(S)   
Connector with Cord Management

MOUNTING
ACCESSORES
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1.	 Reduces unwanted swaying that may occur 
with long drop lengths

2.	 For use with 1-1/2" (38mm) schedule 
	 40 extension columns

	 Ship Weight:	 2.8lb (1.3kg) 
	 Color: 	 Black

 

ACC050 
Extension Column Stabilizer Kit

1.	 For use with thread rod ACC820

2.	 Has 1-1/2" x 11.5 NPT (38mm) male thread 
for use with Peerless mounts and ceiling 
accessories

3.	 Security screws included

	 Max load:	 50lb (22kg)
	 Ship Weight:	 1lb (.5kg) 
	 Color: 	 Black

 

 
ACC810
Threaded Rod Adapter

1.	 4" (101mm) of radial side to side adjustment 

2.	 May be used with extension column or 
projector wall arm

3.	 Includes Flush Mount Tube, EXT002

	 Max load:	 50lb (22kg)
	 Ship Weight:	 2lb (.9kg) 
	 Color: 	 Black
	  

 

ACC830
Side-to-side Adjuster

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 Mounts to single wood stud or concrete wall 
(requires concrete anchor ACC233/243, sold 
separately)

2.	 Offers 14.25" (361mm) reach

3.	 Includes flush mount adapter

	 Max load:	 50lb (22kg)
	 Ship Weight:	 5lb (2.3kg) 
	 Color: 	 Black, silver or white

 
PWA-14(S)(W)
Projector Wall Arm

1.	 For use on 25 gauge or heavier metal studs to 
	 span load between two studs with 16" (406mm), 
	 20" (508mm) or 24" (609mm) centers

2.	 Can also be used on wood studs

3.	 Compatible with most Peerless single wall arms

	WSP425(W)/ OP-WSP425: 	 16" (406mm) centers 
		  with knockouts		
WSP445(W)/ OP-WSP445: 	 24" (609mm) centers 
		  with knockouts	

	 Max load:	 WSP models	 125lb (57kg)
		  OP-WSP models 	 118lb (53kg)

	 Ship Weight:	 (OP-)WSP425(W)	 11lb (5kg) 
		  (OP-)WSP445(W)	 15lb (6.8kg) 

	 Color: 	 WSP models	 Black or white
		  OP-WSP models 	 Black

 
WSP425/445(W), OP-WSP425/445 
Metal Stud Wall Plates - Double Stud

1.	 For use on 25 gauge or heavier metal 
	 studs to span load between three studs 
	 with 16" (406mm), 20" (508mm) 
	 or 24" (609mm) centers

2.	 Compatible with most double arm Peerless 
	 wall arms

3.	 Pre-scored electrical knockouts

	 WSP450/ OP-WSP450: 	 16" (406mm) centers	 	
	 WSP460/ OP-WSP460: 	 20" (508mm) centers
	 WSP470/ OP-WSP470: 	 24" (609mm) centers	

	 Max load:	 WSP models	 175lb (79kg)
		  OP-WSP models 	 162lb (73kg)

	 Ship Weight:	 (OP-)WSP450	 24.5lb (11.1kg) 
		  (OP-)WSP460 	 30lb (13.6kg) 
		  (OP-)WSP470	 33.5lb (15.2kg)

	 Color: 	 WSP models	 Black
		  OP-WSP models 	 Black

 
WSP450/460/470, OP-WSP450/460/470
Metal Stud Wall Plates - Triple Stud

1.	 For wood stud, 16" (406mm) centers, and 
concrete or cinder block applications

2.	 Allows for 6" (152mm) of lateral adjustment

3.	 Mounting hardware included

	 Max load:	 50lb (22kg)
	 Ship Weight:	 7lb (3.2kg) 
	 Color: 	 Black or white

 

1.	 For cinder block installations

2.	 Mounts on opposite side of wall from TV mount 
by bolting through wall

3.	 Mounting hardware not included

	 Max load:	 150lb (68kg)
	 Ship Weight:	 2.3lb (1kg) 
	 Color: 	 Black

 
WSP415 
Concrete Wall Plate

1.	 1-1/2"-11.5 NPT (38mm) threaded fitting 
	 accepts flush mount tube or extension column

2.	 Comes with wood screws

	 WMJ018: 	 Single arm with 18" (457mm) reach		
	 WMJ022: 	 Single Arm with 22.5" (572mm) reach
	 WMJ025H: 	 Double Arm with 25" (635mm) reach	

	 Max load:	 Wood	 125lb (57kg) single arm
		  Concrete 	 150lb (68kg) single arm
	                      Wood/ Concrete	 300lb (137kg) double arm

	 Ship Weight:	 WMJ018	 12lb (5.4kg) 
		  WMJ022 	 13lb (5.9kg) 
		  WMJ025H	 18lb (8.2kg) 

	 Color: 	 Black

 
WMJ018, WMJ022, WMJ025H
Wall Arms

Arms & Wall Plates

WBK100(-W)  
Short Throw Double Stud Wall Plate 

MOUNTING
ACCESSORES
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1.	 Compatible with PLA Series Wall Mount

2.	 Designed to span the load between three studs 

3.	 Offered with electrical knockouts

	 WSP716 Models: 	 16" (406mm) centers 
	 WSP724 Models: 	 16" (406mm), 20" (508mm), 
		  24" (609mm) centers  

	 Max load:	 200lb (90kg)

	 Ship Weight:	 WSP716 Models	 20.4lb (9.2kg)	
		  WSP724 Models 	 30.9lb (14kg)

	 Color: 	 Black, High-Gloss Black, Silver, 
		  High-Gloss Silver or White	

 

WSP716(S)(W)(GB)(GS), WSP724(S)(W)(GB)(GS)
Metal Stud Wall Plate - Triple Stud

1.	 For use with SA730P, SA740P, SP730P 
	 and SP740P

2.	 Minimal wall footprint for added wall access 
and increased cable management options

	 Max load:	 80lb (36kg)
	Mounting Surface:	 20" and 24" Center Metal Studs
	 Ship Weight:	 10.5lb (5kg)
	 Color: 	 High gloss black

 

 
WSP701   Metal Stud Wall Plate for
SA730P, SA740P, SP730P and SP740P

1.	 For use with SA730P, SA740P, SP730P 
	 and SP740P

2.	 Minimal wall footprint for added wall 
access and increased cable management 
options

	 Max load:	 80lb (36kg)
	Mounting Surface:	 16" Center Metal Studs
	 Ship Weight:	 6.5lb (3kg)
	 Color: 	 High gloss black
	  

 

WSP700  Metal Stud Wall Plate for 
SA730P, SA740P, SP730P and SP740P

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 Provides compatibility with screens that 
	 use M10 mounting screws

2.	 For use on universal flat, tilt, and 
	 articulating products

	 Max load:	 250lb (113kg) on mount
	 Ship Weight:	 2.1lb (.95kg) 

	 Color: 	 Black

 
ACC937
M10 Mounting Hole Adapters 

1.	 Required for use of RMI1 with SS550P stand

2.	 Required for use of RMI1 with SR560 cart

	 Ship Weight:	 3lb (1.5kg)
	 Color: 	 Black	

 
ACC170 Rotational Mount Interface 
Cart and Stand Adapter Plate

Wall Plates & Hardware

IBA1  
In-wall Accessories Box

1.	 Installs between wood studs and/or drywall

2.	 Removable outlet receptacles and cable 
management access plates on top and bottom

3.	 Can be mounted horizontally or vertically for 
better positioning

	 Max load:	 25lb (11kg)
	 Ship Weight:	 8.6lb (3.90kg) 
	 Color: 	 High gloss black

1.	 For mounting Peerless wall mounts to 25 
gauge or heavier metal studs

	 ACC215: 	 2 anchors
	 ACC415: 	 4 anchors
	 ACC615: 	 6 anchors

	 Ship Weight:	 ACC215	 .19lb (.09kg) 
		  ACC415	 .32lb (.1kg) 
		  ACC615	 .47lb (.2kg) 
 

 
ACC215, ACC415, ACC615  
Metal Stud Fastener Kit

1.	 Not recommended for concrete block 
applications (see ACC233, ACC234, ACC230, 
ACC243, ACC244, ACC240 for all types of 
concrete and cinder block applications)

	 ACC200: 	 2 anchors
	 ACC205: 	 3 anchors
	 ACC210: 	 4 anchors
	 ACC255: 	 50 anchors

	 Ship Weight:	 ACC200	 .2lb (.09kg) 
		  ACC205 	 .2lb (.09kg) 
		  ACC210	 1lb (.45kg) 
		  ACC255 	 2.09lb (.94kg) 
		

 
ACC200, ACC205, ACC210, ACC255 
Concrete Expansion Anchors

1.	 For attachement to concrete and concrete block

2.	 ACC233, ACC234, ACC230: 8mm anchor used in 
conjunction with #14 x 2.5" (63mm) wood screw                                                                                                                         
ACC243, ACC244, ACC240:  10mm anchor used in 
conjunction with #5/16 X 3" (76mm) 

	 wood screw 

	 ACC233/243: 	 3 anchors
	 ACC234/244: 	 4 anchors
	 ACC230/ACC240: 	 50 anchors

	 Ship Weight:	
	 ACC233/243: 	 .05lb (.02kg) 
	 ACC234/244: 	 .05lb (.22kg) 
	 ACC230/ACC240: 	 1lb (.45kg) 

 
ACC230/233/234, ACC240/243/244
Concrete Anchors

1.	 For use with Flat Panel Display Stand (FPZ-600)

2.	 For two stacked screens and four-screen formation

	 Ship Weight:	 12.06lb (5.4kg)
	 Color: 	 Black	

 
ACC604 
Dual-screen Cartridge

MOUNTING
ACCESSORES
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1.	 Metal shelf mounts directly to post of 
	 SR Series flat panel cart

2.	 Installs above or below flat panel screen 

3.	 Holds A/V or computer accessories 

4.	 Designed with slots for safety belt (ACC316)
	 to secure equipment

	 Max load:	 50lb (22kg)
	 Ship Weight:	 10.5lb (4.7kg) 
	 Color: 	 Black

 

ACC313 
Metal Shelf

1.	 Tempered glass shelf designed to hold A/V 
	 components and accessories

2.	 Attaches directly to SS stands and SR carts

	 Max load:	 50lb (22kg)
	 Ship Weight:	 14.2lb (6.4kg) 

	 Color: 	
	 ACC317(-S)  	 clear shelf, black or silver brackets 
	 ACC318(-S)  	 tinted shelf, black or silver brackets
	 ACC318-GB   	 tinted shelf, high 
		  gloss black brackets

 

 
ACC317(-S), ACC318(-S)(GB)
Tempered Glass Shelf

1.	 Attaches directly to post of 
	 SR series carts and SS series stands

2.	 Supports laptop

3.	 Vertical height and 180° swivel adjustability

4.	 Quick-release knob for easy height 
adjustment

	 Max load:	 10lb (4kg)
	 Ship Weight:	 10.3lb (4.6kg)
	 Color: 	 Black
	  

 

ACC314
Laptop Arm

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 For use with CM850(-S), CM60(-S), CM50(-S)

2.	 Creates enclosed compartment when mounted 
	 at the bottom of corner mount. 

3.	 Top mounting provides open access to A/V 
equipment.

	 Max load:	 25lb (11kg)
	 Ship Weight:	 10lb (4.5kg) 
	 Color: 	 Black or silver

 
ACC324(-S)
Corner Mount Shelf

1.	 Mounts directly on top of SS stands and SR carts

2.	 Adjusts in height along with screen

	 Max load:	 50lb (22kg)
	 Ship Weight:	 12.8lb (5.8kg) 
	 Color: 	 Black 

 
ACC319 
Video Conferencing Shelf

 

1.	 Accommodates A/V components

2.	 Mounts to 3.5" (89 mm) pole used in 
Peerless’ COL model pedestal displays

3.	 Can be mounted anywhere along the length 
of the column, facing any direction

	 Max load:	 40lb (18kg)
	 Ship Weight:	 10.1lb (4.6kg) 
	 Color: 	 Black

 

1.	 Attaches directly to Practico Flat Panel Stand 

2.	 Holds A/V components or accessories

	 Max load:	 20lb (9kg)
	 Ship Weight:	 4.4lb (2kg) 
	 Color: 	 Black

 
ACC330
A/V Component Shelf for FPZ-640 

1.	 For SR Series Flat Panel TV Cart

2.	 Additional storage space for PC or larger 
components

3.	 Designed with slots for safety belt (ACC316) 
to secure equipment

	 Max load:	 50lb (22kg)
	 Ship Weight:	 7.6lb (3.4kg) 
	 Color: 	 Black

 
ACC315
Base Shelf

Shelves & Casters

ACC833
Equipment Accessory Shelf

1.	 Four feet for stationary cart placement

2.	 Hard plastic base with steel casing

	 Ship Weight:	 1lb (.45kg) 
	 Color: 	 Black

ACC310 
Feet Accessory

MOUNTING
ACCESSORES

1.	 Simply attaches to LCT-A1B1C(H) and 
	 LCT-A1B4C(H) desktop mounts for laptop usage

2.	 Designed with front edge to prevent laptop 
	 from sliding forward

	 Max load:	 17.5lb (7.9kg)
	 Ship Weight:	 5lb (2.26kg) 
	 Color: 	 Black

ACC328 
Laptop Tray

1.	 Two locking casters ensures stability 

2.	 Non-marking tread reduces scuff marks

	 Max load:	 110lb (50kg)
	 Ship Weight:	 3.30lb (1.5kg) 
	 Color: 	 Silver

ACC332
Casters for FPZ-640 

1.	 Easily adjust along poles

2.	 Measures 21"W(533mm) x 19"(482mm)

	 Max load:	 25lb (11.3kg)
	 Ship Weight:	 19.7lb (8.93kg) 
	 Color: 	 Black

ACC325
Accessory Shelf for FPZ-600 
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MOUNTING
ACCESSORES

1.	 Wraps around back of Jumbo 2000® TV 
mount for additional roll out protection

	 Max load:	 150lb (68kg)
	 Ship Weight:	 1lb (.5kg)
	 Color: 	 Black

 

 
ACC111   
Safety Belt

1.	 Heavy-duty black nylon safety belt 

2.	 13-foot endless loop ratchet tie-down 

3.	 Recommended for use with Jumbo® 

mounts and carts 

	 Max load:	 300lb (136kg)
	 Ship Weight:	 .7lb (.3kg) 
	 Color: 	 Black
	  

 

ACC666  
Safety Belt

Flat Panel Mounts	 CRT Mounts Projector Mounts	Security & Safety

1.	 Provides protection by padding front 
	 corners of mount tray

2.	 Sold in pairs 

	 ACC103: 	 Fits all Jumbo® Mounts
	 ACC104: 	 Fits all Slimline® Mounts

	 Ship Weight:	 ACC103	 .2lb (.09kg)
		  ACC104	 .1lb (.06kg)

 	 Color: 	 Black

 
ACC103, ACC104  
Bumper Guards

1.	 OP-ACC204 used when installing 
Peerless OSHPD wall mounts to concrete                                                                                                    
OP-ACC307 used when installing Peerless 
OSHPD wall mounts to cinder block 

2.	 OP-ACC204 Includes 10 1/4" x 3" 
	 (260 x 76mm) power wedge bolts and washers                                                                                                   

OP-ACC307 Includes 10 threaded rods and 
fasteners for installing through wall

	 OP-ACC204: 	 Concrete Fasteners
	 OP-ACC307: 	 Cinder Block Fasteners

	 Ship Weight:	 OP-ACC204     1lb (.45kg) 
		  OP-ACC307     1.5lb (.68kg) 

 
OP-ACC204, OP-ACC307
OSHPD Fasteners

1.	 For use with Jumbo 2000® TV Mounts in place 
	 of regular side clamp

2.	 Grips TV instead of side speakers 

3.	 4.25" (107mm) of grip in front of monitor

4.	 Sold in pairs 

	 Ship Weight:	 1lb (.45kg) 
	 Color: 	 Black

 
ACC016
Oversized Roll-out Protectors

1.	 8' (2438mm) belt to secure equipment 
	 to shelves with slots

2.	 Tear-resistant nylon

	 Ship Weight:	 0.3lb (.1kg)
	 Color: 	 Black

 

ACC316
Safety Belt

1.	 M10 penta-pin screws for Jumbo Mounts 
(qty 10)

2.	 Kit includes installation tool

	 Ship Weight:	 2lb (.9kg)

	

 
ACC502
Security Fasteners 

1.	 Speaker mounts fastener kit for attaching 
Peerless’ speakers PSP2, PSP5 and SPK811 
to corner mount

	 Ship Weight:	 .30lb (.13kg)

 
ACC930 
Fastener Kit for Speaker Mounts

ACC918, ACC919, ACC925 
Security Fasteners for Wall Arms

1.	 Screen-side security fasteners for theft 
resistance

	 ACC918: 	 for SA/SP730P Wall Arms
	 ACC919: 	 for SA/SP740P Wall Arms
	 ACC925: 	 for SA752PU, SA761PU,
		  SA763PU & SA771PU Wall Arms

	 Ship Weight:	 ACC918	 .49lb (.2kg)
		  ACC919 	 .49lb (.2kg)
		  ACC925	 .84lb (.38kg)

	 Color: 	 Black

1.	 For use with SR Flat Panel Cart series

2.	 Includes outlet strip with three outlets

3.	 20' (6096mm) long cord with hanger clamp 
and cord wrap

	 Ship Weight:	 3lb (1.3kg)
	 Color: 	 Black

 
ACC320 
Electrical Outlet Strip with Cord Wrap
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1.	 Stainless steel wall mount for EL model 
enclosures

2.	 Mounts to wood stud wall or concrete

	 Max load:	 300lb (136kg)
	 Ship Weight:	 35lb (15.9kg)
	 Color: 	 Silver

 

EWO-SS
Outdoor Enclosure Wall Mount

1.	 Stainless steel post mount for EL model 
enclosures

2.	 Includes 96" (2438mm) post, exterior 
	 mounting plate and post hardware

3.	 Mounts to concrete floor

4.	 Ships in 3 cartons

	 Max load:	 500 lb (227 kg)
	 Ship Weight:	 200 lb (90.7 kg)
	 Color: 	 Silver

 

 
EPO800-SS
Outdoor Enclosure Post Mount

1.	 Stainless steel ceiling mount for 
	 EL model enclosures

2.	 Includes exterior mounting bracket interface

3.	 3' (914mm) - 2" (50mm) NPT 
	 extension column

4.	 Mounts to structural concrete ceiling

	 Max load:	 400lb (181kg)
	 Ship Weight:	 60lb (27.2kg)
	 Color: 	 Silver
	  

 

ECO300-SS
Outdoor Enclosure Ceiling Mount

Flat Panel Mounts	 CRT Mounts Projector Mounts	

1.	 Ceiling mount for EL model enclosures

2.	 Includes exterior mounting bracket interface

3.	 3' (914mm) 2" (50mm) NPT extension column

4.	 Mounts to structural concrete ceiling

5.	 Fasteners not included

	 Max load:	 400lb (181kg)
	 Ship Weight:	 50lb (22.6kg) 
	 Color: 	 Silver
			  Black models available and will require 
			  a 3-4 week lead time and possible  	
		  additional charges.

 
ECI300-S
Indoor Enclosure Ceiling Mount

1.	 Wall mount plate for EL enclosures

2.	 Mounts to wood stud wall or concrete

	 Max load:	 300lb (136kg)
	 Ship Weight:	 35lb (15.9kg)
	 Color: 	 Silver
			  Black models available and will require 
			  a 3-4 week lead time and possible  	
		  additional charges.

 

1.	 Floor post mount for concrete installations 
with EL enclosures

2.	 Includes 96" (2438mm) post, exterior 
mounting plate and post hardware

3.	 Ships in 3 cartons

	 Max load:	 500lb (227kg)
	 Ship Weight:	 200lb (90.7kg) 
	 Color: 	 Silver
			  Black models available and will require 
			  a 3-4 week lead time and possible  	
		  additional charges.

 
EPI800-S
Indoor Enclosure Post Mount

Enclosure Accessories

EWI-S
Indoor Enclosure Wall Mount

MOUNTING
ACCESSORES
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TERMS OF PAYMENT
Payment should be made according to the payment terms referenced on the 
invoice of each shipment. Each shipment shall be considered a separate and 
independent transaction, and payment, therefore, shall be made accordingly. 
Please include our invoice number with your payment. 

PRICES
Prices are subject to change without prior notice. Orders are accepted 
at pricing in effect on the date of shipment. Customers requiring price 
guarantees for a specific period of time must submit a written list of accounts 
on which proposals have been made, giving the date of the proposal, the 
customer’s name, items quoted and the expected purchase date.

SPECIFICATIONS
Peerless is constantly striving to develop new products and improve existing 
ones. We therefore reserve the right to change or revise product designs, 
product specifications, and model numbers without notice.

DELIVERY
Prices are FOB our plant, Melrose Park, Illinois, or point of shipment. All 
transportation costs and risk of freight damage are the obligation of the buyer. 
Any claims for shortages or damages, whether concealed or otherwise, must 
be filed with the common freight carrier. All promises of delivery are made in 
good faith, and Peerless will make every reasonable effort to see that they 
are fulfilled. However, if we are unable to meet scheduled delivery dates due 
to factors beyond our control, such as fires, strikes, government directive, 
or failure of our suppliers to meet their promises, we shall not be liable for 
consequential or special damage.  Refused shipments will automatically 
receive a 25% restocking fee plus the cost of the return freight. 

RETURN OF GOODS
Return of goods for repair, warranty claims, credit or any other reason will 
not be accepted without a RETURN MATERIAL AUTHORIZATION (RMA) 
number.  Such number can be obtained from the Peerless Industries 
Customer Care Team upon request, provided that all of the necessary 
information is available regarding the proposed return.  Defective goods 
will be replaced or credited, at the customer’s option, at no additional 
charge.  

A minimum 25% restocking charge applies to all non-defective products 
returned for credit within the first 30 days after purchase.  Thereafter, a larger 
restocking charge will be applied based upon the date of original shipment.  
Products will not be accepted for return 120 days after their original ship 
date.  Peerless additionally reserves the right to impose a repackaging 
charge when products are returned damaged and cannot be directly resold.  
Furthermore, any product specially produced or not normally carried in 
inventory will not be accepted for return under any circumstances.  Also, any 
obsolete products will not be accepted for return under any circumstances.  
All items to be returned must be sent back to us via pre-paid freight, with 
the RETURN MATERIAL AUTHORIZATION (RMA) number clearly marked 
on the carton and noted on the packing slip.  No freight collect shipments 
will be accepted.

If a customer orders the wrong product by mistake, it may be returned with a 
reduced restocking charge of 10% if ALL of the following conditions are met;  
the incorrectly ordered products are returned within 30 days of shipment, 
the customer must pay freight to return the product, the product must be 
received in the original packaging and in like-new condition, the customer 
must immediately place a replacement order of equal or greater value than 
that of the order being returned.  If and only if all of these conditions are 
met, at the discretion of Peerless, may a customer receive the reduced 
10% restocking charge.

It is the purchaser’s responsibility to provide adequate packaging 
to protect the product being returned.  Peerless reserves the right 
to accept or reject the returned product subject to an inspection 
upon receipt.  Products that are returned severely damaged may 
be rejected and therefore will not qualify for any type of return credit.  
The following chart defines the minimum restocking charge that will 
be applied for goods accepted for return by Peerless.  It does not 
include any additional charges that may apply for damaged products 
or those needing rework.

Days since shipping		  Restocking Charge

0-30		  25%
31-59		  35%
60-119		  50%
120+		  Returns not accepted

SPECIAL ORDERS
We are ready to work with you to tailor our products for your special 
equipment mounting needs.  In most cases, we can provide special 
paint, engineering, and manufacturing processes.  Standard product 
colors are indicated within the catalog.  Product (not including 
fasteners) can be ordered in other paint choices including black, 
white, silver, and gray for a surcharge.  Charges for other custom 
paint colors and product design/manufacturing modifications will be 
quoted on an individual basis.  Custom painted or manufactured 
product CANNOT BE RETURNED. Contact the customer Care 
Team for more information.    

LIMITED WARRANTY
Peerless warrants its products, under normal use, to be free from 
defects in material and workmanship for a period of five years from 
the date of purchase. Peerless, at its sole discretion, will repair 
or replace such defective equipment free of charge provided the 
products are returned prepaid to Peerless. Thereafter, repairs will be 
made at established factory prices. Unauthorized service or repairs 
by anyone other than authorized Peerless personnel renders this 
Warranty void and releases Peerless from any further responsibility 
or obligation. Any damage caused by failure to observe proper 
packing or to observe instructions for installation, by accident or 
in transit or elsewhere will not be covered by the Warranty. This 
Warranty is in lieu of all other Warranties expressed or implied, and 
no one is authorized to assume any liability on behalf of Peerless 
or impose any obligation on it in connection with the sale of any 
product other than as outlined above. In no event will responsibility 
be assumed or implied for consequential damages arising from the 
theft of any product secured by a Peerless security device, by delay 
of installation, interrupted operation or other causes.

Freight options				  
Freight Program  Peerless’ NO SUPRISES™ FREIGHT PROGRAM 
takes the guesswork out of calculating your total costs.  Freight costs 
are based on a percentage of the total order value.  Peerless’ Freight 
Program only applies to dock deliveries.  For further information or 
to obtain a freight quote, please contact Customer Care or your 
Peerless Sales Manager.
Collect   Have your order billed to the receiver on the receiver’s 
freight account.
Third Party Bill   Have your order billed to an approved third 
party’s freight account. 
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